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Three-Phase Transformer Models

• Three-phase transformer banks are found in the distribution substation where the 
voltage is transformed from the transmission or subtransmission level to the 
distribution feeder level. 

• In most cases, the substation transformer will be a three-phase unit perhaps with 
high-voltage no-load taps and, perhaps, low-voltage load tap changing (LTC). 

• For a four-wire wye feeder, the most common substation transformer connection 
is the delta–grounded wye. A three-wire delta feeder will typically have a delta–
delta transformer connection in the substation. 

• Three-phase transformer banks out on the feeder will provide the final voltage 
transformation to the customer's load. A variety of transformer connections can 
be applied. The load can be pure three-phase or a combination of single-phase 
lighting load and a three-phase load such as an induction motor. 

• In the analysis of a distribution feeder, it is important that the various three-phase 
transformer connections be modeled correctly.
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Three-Phase Transformer Models

Unique models of three-phase transformer banks applicable to radial distribution 
feeders will be developed. Models for the following three-phase connections are 
included:
•Delta–grounded wye
•Ungrounded wye–delta
•Grounded wye–delta
•Open wye–open delta
•Grounded wye–grounded wye
•Delta–delta
•Open delta–open delta
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Introduction
Fig.1 defines the various voltages and currents for all three-phase transformer banks 
connected between the source-side node n and the load-side node m.

Fig.1 General three-phase transformer bank
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Introduction
In Fig.1, the models can represent a step-down (source side to load side) or a step-up (source side to load 
side) transformer bank. The notation is such that the capital letters A, B, C, and N will always refer to the 
source side (node n) of the bank and the lower case letters a, b, c, and n will always refer to the load side 
(node m) of the bank. It is assumed that all variations of the wye–delta connections are connected in the 
“American Standard Thirty Degree” connection. The described phase notation and the standard phase 
shifts for positive sequence voltages and currents are

Fig.1 General three-phase transformer bank

Step-down connection
(1)
(2)

Step-up connection
(3)
(4)
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Generalized Matrices
The models to be used in power-flow and short-circuit studies are generalized for the 
connections in the same form as have been developed for line segments and voltage 
regulators. In the “forward sweep” of the “ladder” iterative technique, the voltages at 
node m are defined as a function of the voltages at node n and the currents at node m. 
The required equation is

(5)

In the “backward sweep” of the ladder technique, the matrix equations for computing 
the voltages and currents at node n as a function of the voltages and currents at node 
m are given by

(6)

(7)
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Generalized Matrices
(5)

(7)

In Equations (5) through (7), the matrices [VLNABC] and [VLNabc] represent the line-
to-neutral voltages for an ungrounded wye connection or the line-to-ground voltages 
for a grounded wye connection. 

For a delta connection, the voltage matrices represent “equivalent” line-to-neutral 
voltages. The current matrices represent the line currents regardless of the 
transformer winding connection.

In the modified ladder technique, Equation (5) is used to compute new node voltages 
downstream from the source using the most recent line currents. In the backward 
sweep, only Equation (7) is used to compute the source-side line currents using the 
newly computed load-side line currents.

(6)
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Transformer model
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Transformer model
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Delta-Grounded Wye Step-Down Connection
• The delta–grounded wye step-down connection is a popular connection that 

is typically used in a distribution substation serving a four-wire wye feeder 
system. Another application of the connection is to provide service to a load 
that is primary single phase. Because of the wye connection, three single-
phase circuits are available thereby making it possible to balance the single-
phase loading on the transformer bank.

• Three single-phase transformers can be connected delta–grounded wye in a 
“standard thirty degree step-down connection” as shown in Fig.2.

Fig.2 Standard delta-grounded wye connection with voltage
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Voltages
The positive sequence phasor diagrams of the voltages in Fig.2 show the relationships between 
the various positive sequence voltages. Care must be taken to observe the polarity marks on the 
individual transformer windings. In order to simplify the notation, it is necessary to label the 
“ideal” voltages with voltage polarity markings as shown in Fig.2. Observing the polarity 
markings of the transformer windings, the voltage Vta will be 180° out of phase with the 
voltage VCA and the voltage Vtb will be 180° out of phase with the voltage VAB. Kirchhoff's 
voltage law (KVL) gives the line-to-line voltage between phases a and b as

Fig.2 Standard delta-grounded wye connection with voltage

ᵄ� ᵄ�ᵄ� = ᵄ�ᵆ� ᵄ� − ᵄ�ᵆ� ᵄ� (8)

The phasors of the positive sequence voltages of Equation (8) are shown in Fig.2.
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Voltages
The magnitude changes between the voltages can be defined in terms of the actual 
winding turns ratio (nt). With reference to Fig.2, these ratios are defined as follows:

(9)

With reference to Fig.2, the line-to-line voltages on the primary side of the 
transformer connection as a function of the ideal secondary side voltages are given 
by

(10)

where

Fig.2 Standard delta-grounded wye connection with voltage
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Voltages

(10)

Equation (10) gives the primary line-to-line voltages at node n as a function of the ideal 
secondary voltages. However, what is needed is a relationship between “equivalent” line
-to-neutral voltages at node n and the ideal secondary voltages. The question is how is 
the equivalent line-to-neutral voltages determined knowing the line-to-line voltages? 
One approach is to apply the theory of symmetrical components.
The known line-to-line voltages are transformed to their sequence voltages by

(11)

where

ᵄ� ᵆ� = 1.0∠120
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Voltages

(13)

By definition, the zero sequence line-to-line voltage is always zero. The relationship 
between the positive and negative sequence line-to-neutral and line-to-line voltages is 
known. These relationships in matrix form are given by

where

Since the zero sequence line-to-line voltage is zero, the (1,1) term of the matrix [T] 
can be any value. For the purposes here, the (1,1) term is chosen to have a value of 
1.0. Knowing the sequence line-to-neutral voltages, the equivalent line-to-neutral 
voltages can be determined.



ECpE Department

16

Voltages

(13)

The equivalent line-to-neutral voltages as a function of the sequence line-to-neutral 
voltages are

(14)

Substitute Equation (13) into Equation (14):

(15)

(11)

Substitute Equation (11) into Equation (15):
(16)

where
(17)
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Voltages
(16)

(17)

Equation (17) provides a method of computing equivalent line-to-neutral voltages from a 
knowledge of the line-to-line voltages. This is an important relationship that will be used in a 
variety of ways as other three-phase transformer connections are studied.
To continue on, Equation (16) can be substituted into Equation (10):

(10)

(18)

where

(19)
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Voltages
(19)

Equation (19) defines the generalized [at] matrix for the delta–grounded wye step-
down connection.
The ideal secondary voltages as a function of the secondary line-to-ground voltages 
and the secondary line currents are

(20)
where

(21)

Note in Equation (21) there is no restriction that the impedances of the three 
transformers be equal.
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Voltages

(20)

(18)

Substitute Equation (20) into Equation (18):

(22)
where

(23)
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Voltages

The generalized matrices [at] and [bt] have now been defined. The derivation of the 
generalized matrices [At] and [Bt] begins with solving Equation (10) for the ideal 
secondary voltages:

(10)

(24)

The line-to-line voltages as a function of the equivalent line-to-neutral voltages are

(25)
where

(26)
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Voltages
(24)

(25)

Substitute Equation (25) into Equation (24):

(27)

where

(28)

Substitute Equation (20) into Equation (27):

(20)

(29)
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Voltages
(29)

Rearrange Equation (29) 
(30)

where

(31)

Equation (22) is referred to as the “backward sweep voltage equation” and Equations 
(30) is referred to as the “forward sweep voltage equation.” Equations (22) and (30) 
apply only for the step-down delta–grounded wye transformer. Note that these 
equations are in exactly the same form as those derived in earlier chapters for line 
segments and step-voltage regulators.

(22)
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Current
The thirty degree connection specifies that the positive sequence current entering the 
H1 terminal will lead the positive sequence current leaving the X1 terminal by 30°. 
Fig.3 shows the same connection as Fig.2 but with the currents instead of the voltages 
displayed.

Fig.3 Delta-grounded wye connection with current
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Current
As with the voltages, the polarity marks on the transformer windings must be 
observed for the currents. For example, in Fig.3, the current Ia is entering the polarity 
mark on the low-voltage winding so the current IAC flowing out of the polarity mark 
on the high-voltage winding will be in phase with Ia. This relationship is shown in the 
phasor diagrams for positive sequence currents in Fig.3.

Fig.3 Delta-grounded wye connection with current
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Current
The line currents can be determined as a function of the delta currents by applying 
Kirchhoff's current law (KCL):

(32)

In condensed form, Equation (32) is (33)

where

The matrix equation relating the delta primary currents to the secondary line currents 
is given by

(34)

(35)
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Current

(33)

(35)

Substitute Equation (35) into Equation (33):

(36)

(37)

where

(38)
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Current
(36)

Equation (36) (referred to as the “backward sweep current equations”) 
provides a direct method of computing the phase line currents at node n 
knowing the phase line currents at node m. Again, this equation is in the same 
form as that previously derived for three-phase line segments and three-phase 
step-voltage regulators.

The equations derived in this section are for the step-down connection. 
Section 8.4 summarizes the matrices for the delta–grounded wye step-up 
connection.
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Example 1

The phase conductors of the line are 336,400 26/7 ACSR with a neutral conductor 4/0 ACSR. 
The configuration and computation of the phase impedance matrix are given in Example 4.1. 
From that example, the phase impedance matrix was computed to be

Fig.4 Example system
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Example 1
The general matrices for the line are

The transformer impedance needs to be converted to per unit referenced to the low-
voltage side of the transformer. The base impedance is

The transformer impedance referenced to the low-voltage side is

The transformer phase impedance matrix is
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Example 1
The unbalanced constant impedance load is connected in grounded wye. The load 
impedance matrix is specified to be

The unbalanced line-to-line voltages at node 1 serving the substation transformer are 
given as

A. Determine the generalized matrices for the transformer. The “transformer turn's” 
ratio is
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Example 1
From Equation (19)

(19)

From Equation (23)

(23)
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Example 1
From Equation (37)

From Equation (28)

(37)

(28)
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Example 1
From Equation (31)

(31)
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Example 1
B. Given the line-to-line voltages at node 1, determine the “ideal” transformer 
voltages. From Equation (27),
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Example 1
C. Determine the load currents. 
Since the load is modeled as constant impedances, the system is linear and the 
analysis can combine all of the impedances (transformer, line, and load) to an 
equivalent impedance matrix. KVL gives

The line current can now be computed:
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Example 1
D. Determine the line-to-ground voltages at the load in volts and on a 120 V base:

The load voltages on a 120 V base are

The line-to-ground voltage at node 2 are
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Example 1
E. Using the backward sweep voltage equation, determine the equivalent line-to-
neutral voltages and the line-to-line voltages at node 1:

It is always comforting to be able to work back and compute what was initially 
given. In this case, the line-to-line voltages at node 1 have been computed and the 
same values result that were given at the start of the problem.
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Example 1
F. Use the forward sweep voltage equation to verify that the line-to-ground voltages 
at node 2 can be computed knowing the equivalent line-to-neutral voltages at node 1 
and the currents leaving node 2:

These are the same values of the line-to-ground voltages at node 2 that were 
determined working from the load toward the source.

Example 8.1 has demonstrated the application of the forward and backward sweep 
equations. The example also provides verification that the same voltages and 
currents result working from the load toward the source or from the source toward 
the load.
In Example 8.2, the system of Example 8.1 is used only this time the source 
voltages at node 1 are specified and the three-phase load is specified as constant PQ. 
Because this makes the system nonlinear, the ladder iterative technique must be 
used to solve for the system voltages and currents.



ECpE Department

39

Example 2
Use the system of Example 8.1. The source voltages at node 1 are

The wye-connected loads are

The complex powers of the loads are computed to be
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Example 2
The ladder iterative technique must be used to analyze the system. A simple Mathcad® program 
is shown in Fig.5.

Fig.5 Mathcad® program 



ECpE Department

41

Example 2
Note in this program that in the forward sweep the secondary transformer voltages are 
first computed and then those are used to compute the voltages at the loads. At the end 
of the routine, the newly calculated line currents are taken back to the top of the 
routine and used to compute the new voltages. This continues until the error in the 
difference between the two most recently calculated load voltages are less than the 
tolerance. As a last step, after conversion, the primary currents of the transformer are 
computed.

After nine iterations, the load voltages and currents are

The primary currents are
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Example 2
The magnitude of the load voltages on a 120 V base are

Needless to say, these voltages are not acceptable. In order to correct this problem, 
three step-voltage regulators can be installed at the secondary terminals of the 
substation transformer as shown in Fig.6.

Fig.6 Voltage regulators installed 

Using the method as outlined in Chapter 7, the final steps for the three regulators are
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Example 2
The regulator turns ratios are

The regulator matrices are
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Example 2
At the start of the Mathcad routine, the following equation is added:

ᵃ� ᵅ�ᵅ�ᵅ� ⟵ᵄ�ᵆ�ᵄ�ᵅ�ᵆ�
In the Mathcad routine, the first three equations inside the n loop are

ᵃ� ᵅ�ᵅ�ᵅ� ⟵ᵃ� ᵆ� ∙ ᵃ�ᵃ�ᵄ� ᵃ�ᵃ�ᵃ� − ᵃ� ᵆ� ∙ ᵃ� ᵅ�ᵅ�ᵅ�

At the end of the loop, the following equations are added:
ᵃ� ᵅ�ᵅ�ᵅ� ⟵ᵅ� ᵅ�ᵅ�ᵅ� ∙ ᵃ� ᵄ�ᵄ�ᵅ�

ᵃ� ᵃ�ᵃ�ᵃ� ⟵ᵅ� ᵆ� ∙ ᵃ� ᵅ�ᵅ�ᵅ�

With the three regulators installed, the load voltages on a 120 V base are

As can been seen from this example, as more elements of a system are added, there will be 
one equation for each of the system elements for the forward sweep and backward sweeps. 
This concept will be further developed in later chapters.
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Delta-Grounded Wye Step-Up Connection
Fig.7 shows the connection diagram for the delta–grounded wye step-up connection.
Phasor diagrams for the voltages and currents are also shown in Fig.6. Note that the high-side 
line-to-line voltage leads the low-side line-to-line voltage and the same can be said for the high- 
and low-side line currents.

The development of the generalized matrices follows the same procedure as was used for the 
step-down connection. Only two matrices differ between the two connections.

Fig.7 Delta-grounded wye step-up connection 
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Delta-Grounded Wye Step-Up VS Step-Down 
Connections

Delta-grounded wye step-up connection Delta-grounded wye step-down connection 
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Delta-Grounded Wye Step-Up Connection
The primary (low side) line-to-line voltages are given by

(39)

where

The primary delta currents are given by

where

(40)
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Delta-Grounded Wye Step-Up Connection
The primary line currents are given by

where

(41)

The forward sweep matrices are
Applying Equation (28),

(42)

Applying Equation (31),

(43)
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Delta-Grounded Wye Step-Up Connection
The backward sweep matrices are
Applying Equation (19),

Applying Equation (23),

(44)

(45)

Applying Equation (37),

(46)
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Undergrounded Wye-Delta Step-Down Connection
Three single-phase transformers can be connected in a wye–delta connection. The 
neutral of the wye can be grounded or ungrounded. The grounded wye connection is 
characterized by
• The grounded wye provides a path for zero sequence currents for line-to-ground 

faults upstream from the transformer bank. This causes the transformers to be 
susceptible to burnouts on the upstream faults.

• If one phase of the primary circuit is opened, the transformer bank will continue to 
provide three-phase service by operating as an open wye–open delta bank. 
However, the two remaining transformers may be subjected to an overload 
condition leading to burnout.

The most common connection is the ungrounded wye–delta. This connection is 
typically used to provide service to a combination of single-phase “lighting” load and 
a three-phase “power” load such as an induction motor. The generalized constants for 
the ungrounded wye–delta transformer connection will be developed following the 
same procedure as was used for the delta–grounded wye.
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Undergrounded Wye-Delta Step-Down Connection
Three single-phase transformers can be connected in an ungrounded-wye “standard 30 
degree connection” as shown in Fig.8.
The voltage phasor diagrams in Fig.8 illustrate that the high-side positive sequence 
line-to-line voltage leads the low-side positive sequence line-to-line voltage by 30°. 
Also, the same phase shift occurs between the high-side line-to-neutral voltage and the 
low-side “equivalent” line-to-neutral voltage. The negative sequence phase shift is 
such that the high-side negative sequence voltage will lag the low-side negative 
sequence voltage by 30°.

Fig.8 Standard ungrounded wye-delta connection step-down 
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Undergrounded Wye-Delta Step-Down Connection

Fig.9 Positive sequence current phasors  

The positive sequence current phasor diagrams for the connection in Fig.8 are shown 
in Fig.9.
Fig.9 illustrates that the positive sequence line current on the high side of the 
transformer (node n) leads the low-side line current (node m) by 30°. It can also be 
shown that the negative sequence high-side line current will lag the negative sequence 
low-side line current by 30°.
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Undergrounded Wye-Delta Step-Down Connection

Fig.9 Positive sequence current phasors  

The positive sequence current phasor diagrams for the connection in Fig.8 are shown 
in Fig.9.
Fig.9 illustrates that the positive sequence line current on the high side of the 
transformer (node n) leads the low-side line current (node m) by 30°. It can also be 
shown that the negative sequence high-side line current will lag the negative sequence 
low-side line current by 30°.
The definition for the “turns ratio nt” will be the same as Equation (9) with the 
exception that the numerator will be the line-to-neutral voltage and the denominator 
will be the line-to-line voltage. It should be noted in Fig.8 that the “ideal” low-side 
transformer voltages for this connection will be line-to-line voltages. Also, the “ideal” 
low-side currents are the currents flowing inside the delta.
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